


48Vdc +

Driver

Dimmer

48Vdc -

AC 230V

In

Out

81-09000
Driver 230V/48V
100W

81-09001
Driver 230V/48V
200W

81-90122
Driver 230V/48V
300W

In

Out

+
-

Out

81-90123
Dimmer PWM

Input push N.O. / 0-10V / 1-10V

In

+
-

Out

81-90089
Dimmer Casambi bluetooth

Input Bluetooth
Bluetooth input

In

pag 1/3

come to light

Standard cable
48Vdc
6 wires
6 x 0,75 sqmm 
4A per wire

35 Linear
Master element

35 Linear
Continuous 
element

35 Linear
Continuous 
element

35 Nanoperfetto

Spotlight
is not 
dimmable

(spotlight
can be feeded by a 

separate 48V driver)

Direct light
is dimmable

Indirect light
is dimmable

35 Linear

Regolazione di 35 Linear e 35 Track
Dimming of 35 Linear and 35 Track
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come to light

Prodotti PWM 
Regolazione in gruppo

PWM products
Group dimming

Prodotti Aria per regolazione PWM
Aria products for PWM dimming
- standard spolights
- Linea 48
- Minirooler

AC 230/240V

In

Out
In

Out

48Vdc +

48Vdc -

48Vdc +

48Vdc -

+
-

81-09000
Driver 230V/48V
100W

81-09001
Driver 230V/48V
200W

81-90122
Driver 230V/48V
300W

35 Track
35 Track

Aria Linea 48

Aria standard 
spotlights

Aria Minirooler

Out

81-90123
Dimmer PWM

Input push N.O. (range: 1-100%)
N.O. push input (range: 1-100%)

Input 0-10V (range: 10-100%)
0-10V input (range: 10-100%)

Input 1-10V (range: 10-100%)
1-10V input (range: 10-100%)

In

+
-

Out

81-90124
Dimmer DALI

Input DALI (range: 10-100%)
DALI input (range: 10-100%)

In

+
-

Out

81-90089
Dimmer Casambi bluetooth

Input Bluetooth (range: 1-100%)
Bluetooth input (range: 1-100%)

In

35 Track (1/2)



come to light

AC 230/240V

In

Out
48Vdc +

48Vdc -

+
-

6465-03-31
Driver DALI 150W

Aria DALI 
spotlights

Aria DALI 
spotlights

Aria DALI 
spotlights

Input DALI
Range di regolazione: 10-100%
DALI input
Dimming range: 10-100%switch

Prodotti DALI
Regolazione indipendente del singolo prodotto

DALI products
Single product indipendent dimming

Prodotti Aria per regolazione DALI
Aria products for DALI dimming
- DALI spolights

AC 230/240V

48Vdc +

48Vdc -

81-09000
Driver 230V/48V

100W

81-09001
Driver 230V/48V

200W

81-90122
Driver 230V/48V

300W

+
-
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35 Track
35 Track

35 Track (2/2)
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In

Out

48Vdc +

48Vdc - In

Out

81-90124
Dimmer DALI

Input DALI (range: 10-100%)
DALI input (range: 10-100%)

DALI spotlights

DALI indirect light
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